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TURNING INSERTS

High-hardness Steel Turning Products Series
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High-hardness steel turning products series

1
%E%m EEEEEﬁu iﬁ%}] ,=|I' ﬁﬁl_] JNH Inserts series for high-hardness steel turning
1 EERENERESSER
Grades and chip breakers for High-hardess steel turning
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—— Finishing chip breaker . Finishing - semi-finishing chip breaker
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Finishing - semi-finishing chip breaker
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JNPH 1 ZOHE%{}QE [A:Steel :Exo Applicationtic Alloy

JNPH120 Grade Intreduction
:Mon-ferrous metals [&Cast iron

:Hard materials Stainless steel
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Workpiece material

BREIZ RS oy

ISO Level Coating process Grade features Insert picture

BERHER

HMRERERS S PVD REMS, &
B R0t & Az,
B8y BB IREFERE9SM;

JNPH120 H05 S PVD Fine grain carbide PVD coating grade,

(H05-H15)

with excellent impact resistance and crack

resistance, at the same time, it has a gorgeous |

and colorful appearance;

@ #3054 Very suitable o i&& Suitable

JNPH1207 45t

JNPH120 Product features

KiHERERA
Advanced coating technology
ZRESG + AKESHEMEITI
MR HImh M RE RIS AU
AITiN BY AIP 2K, SIED;

Multi-layer composite + nano-composite
structure design; excellent impact resistance
and crack resistance;

AITiN AIP technology, high adhesion;
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High-hardness cemented
carbide substrate

FEIADK SRR LES
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Selected nano-level high-performance
tungsten carbide, with high hardness
and high strength;

02

SERE AR &

High-hardness steel turning products series
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JNPH120 Series of Brand application
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HDHIH*# Recommended Fﬁ:ﬁﬂ Eﬁ I;R

ISO ik 5

ISO Level Grade cutting speed Product Features Application

Workpiece material
(m/min)

mEE., EELEES FEINT ~ PEFA]
Grade with high hardness and Finishing ~
high wear resistance semi-finishing cutting

H FEEEATE HO5 JNPH120 30-80

Hardened steel material
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JNH series chip breaker technical introduction

[y, 41 Insert material and application 2.2 Insert model
O Nk #ERER O 7nKxs

CNMG12, CNGX12. DNMG15
TNMG16. WNMGO08, CCGT06
CCGT0?. DCMT11. VBMT16

PVD # & INPH120 EXER

PVD Grade Suitable geometries

IR, BEEW Y
Hardened steel, TIREER
high-hardness steel
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Workpiece material

04, 0.8

Corner radius

o %ﬂiﬁiﬂ#ﬂ&fﬁﬁi Chip breaker design feature and application

HFRT AT, UEREE
MHIENMSRERS
Sharp rake angle design makes insert that breaks
chips effectively,has both cutting sharpness and
strength

EMEE WIMIEFEMIA PRI

Application scope Fnishing to semi-finishing Chip breaker features
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mI£N Ap=0.5-2.0mm FEIT] \=
Parameter Fn=0.05-0.25mm/rev Main cutting edges Ve
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